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1
HYBRID LOCATION USING PATTERN
RECOGNITION OF LOCATION READINGS
AND SIGNAL STRENGTHS OF WIRELESS
ACCESS POINTS

CROSS REFERENCE TO RELATED
APPLICATIONS

This application claims priority from U.S. Provisional
Application No. 61/501,092, filed Jun. 24, 2011, which is
incorporated herein by reference in its entirety.

BRIEF DESCRIPTION

Embodiments are directed to a method of determining the
location of a device having at least a wireless function using
a weighted average method and/or a pattern recognition
method. From herein, the device whose location is deter-
mined using the weighted average method and/or the pattern
recognition method will be referred to as the “querying
device.”

In an embodiment, a querying device scans wireless chan-
nels for wireless access points (WAPs) visible within the
wireless range of the querying device. The querying device
receives at least a signal strength and identifier information
associated with each of the WAPs. Such identifier informa-
tion can include the MAC address of the WAP, the service set
identifier (SSID) of the WAP, a combination of the MAC
address and the SSID, or some other unique identifier of the
WARP. The list of visible WAPs is used to query a database
containing location information for a plurality of WAPs. If a
WARP detected by the querying device is in the database, then
the location of that WAP is returned to the locationing system.
The locations for all WAPs found by the query to the database
are then used by the locationing system to compute the loca-
tion of the querying device, which is returned to the querying
device. In an embodiment, the weighted average of the loca-
tions returned in the database query is computed to determine
the location of the querying device, with the weight for each
of'the locations being the current signal strength detected by
the querying device.

An embodiment is directed to using a pattern recognition
algorithm to determine the location of a querying device. In
the embodiment, the pattern recognition algorithm is trained
with the database of WAP information. The pattern recogni-
tion algorithm has a number of inputs at least equal to the
number of WAPs for which data is available in the database.
Ifthere is data for three WAPs in the database, then the pattern
recognition algorithm would have at least three inputs. The
number of outputs of the pattern recognition algorithm is
equal to the number of possible regions within which the
querying device can be located. If the querying device can be
in one of three possible regions, then the number of outputs of
the pattern recognition algorithm would be three.

The pattern recognition algorithm is trained with signal
strength readings, to allow the pattern recognition algorithm
to develop an association between particular combinations of
signal strengths of WAPs and regions. After the pattern rec-
ognition has been trained, the pattern recognition algorithm
can receive, as inputs, current signal strength readings, and
provide, as an output, the region where the querying device
may be located. Embodiments can use neural networks, clas-
sifier systems, clustering algorithms, etc.

BACKGROUND

As discussed in U.S. Patent Application Publication No.
US2007/0004428 A1, rudimentary weighted averages for-
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2

mulas have been used to calculate wireless access point loca-
tions. In systems employing such formulas, individuals vol-
untarily supply the data required by systems, which presents
a number of problem. Some of data may be new while other
data could be years old. Since access point locations can
change, this is problematic. The data may be inconsistent
since each querying device uses different hardware and soft-
ware configurations, each radio antenna has different signal
reception characteristics affecting the representation of the
strength of the signal, and scanning software implementa-
tions may scan for wireless signals in different ways at dif-
ferent times. Data may aggregate around heavily traffic areas
resulting in arterial bias. Each database may calculate access
point locations differently and with different weighted aver-
age formulas. As a result, many access points may not be
correctly located.

As discussed in U.S. Patent Application Publication No.
US2009/0280827 A1, neural networks have also been used to
match scaled signal strengths of wireless access points mea-
sured by a device to records of signal strengths of wireless
access points.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1A illustrates an architecture of an embodiment of the
system disclosed herein.

FIG. 1B further illustrates relationships between the loca-
tioning system, the Wi-Fi locationing system, and the data-
base of FIG. 1A.

FIG. 1C illustrates a deployment diagram 120 of the sys-
tem from FIG. 1A.

FIG. 1D illustrates an alternative system architecture of an
embodiment of the system disclosed herein and to seed a
database with location readings.

FIG. 2 is a flowchart illustrating an embodiment of steps
involved in a weighted average analysis.

FIG. 3 illustrates a weighted average analysis.

FIG. 4 is a flowchart illustrating an embodiment of steps
involved with seeding a database in accordance with an
embodiment.

FIG. 5 illustrates an exemplary arrangement of a database
to reduce redundant data entries.

FIG. 6 is a flowchart illustrating an embodiment of steps
involved with computing the location of a WAP based on
signal strength readings and location readings received from
a plurality of seeding devices.

FIG. 7 illustrates an example of a neural network in accor-
dance with an embodiment.

FIG. 8 illustrates a floor plan of a building in accordance
with an embodiment.

DETAILED DESCRIPTION OF ILLUSTRATIVE
EMBODIMENTS

FIG. 1A illustrates an architecture of an embodiment of the
system disclosed herein. The architecture may use one or
more end-user devices 102 (querying devices) and one or
more baseline scanning devices 104 that may communicate
via a TCP/IP connection with a server 106. The server 106
may host a locationing system 108, a Wi-Fi locationing sys-
tem 110, and a database 112. The terms “baseline scanning
device” and “seeding device” may refer to any mobile, wire-
less or other device used to seed the baseline database 112
with location readings and signal strength readings for wire-
less access points (WAPs). The terms “end-user device” and
“querying device” may refer to any mobile, wireless or other
device that queries the baseline database 112 to determine the
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location of the device. Both querying devices and seeding
devices may communicate with the server 106 via alternative
communication protocols instead of TCP/IP.

The locationing system 108 may handle communication
with the end-user device 102 and the baseline scanning device
104. The locationing system 108 may communicate with the
Wi-Fi locationing system 110 via Simple Object Access Pro-
tocol (SOAP) calls to at least (1) request the location of
end-user device 102; and (2) store location readings and
signal strength readings, received from end-user device 102
and scanning device 104, in database 112 in order to continu-
ously and organically grow the database 112. The Wi-Filoca-
tioning system 110 may include logic to either determine the
location of end-user device 102 using a weighted average
analysis, a pattern recognition analysis, or using a combina-
tion of both the weighted average analysis and the pattern
recognition analysis. Such logic may be stored on non tran-
sitory, non transient, or computer readable storage media. As
used herein computer readable storage media may comprise
any disk or drive configured for the storage of machine read-
able information and may include floppy disks, CDs, DVDs,
optical storage, magnetic drives, solid state drives, hard
drives, or any other memory device known in the art. Both of
these methods may use the same database 112, or alterna-
tively may use different databases. The database may be used
by the Wi-Fi locationing system 110 to at least compute the
location of end-user devices. The database includes location
readings, signal strength readings, identification information
for a plurality of WAPs, and other data associated with WAPs.

While FIG. 1A illustrates the use of SOAP calls, alternative
embodiments can use other protocols for the communication
between the locationing system 108 and the Wi-Fi Location
locationing system 110. In addition, FIG. 1A illustrates the
use of a MySQL database, but any other relational database
management system can be used. Examples of other rela-
tional database management systems include SQLite,
MICROSOFT ACCESS, PostgreSQL, FIREBIRD, etc.

The locationing system 108 and the Wi-Fi locationing sys-
tem 110 need not be separate systems. In one embodiment,
the locationing system 110 and the Wi-Fi locationing system
112 may be integrated into a single system that may interact
with the end-user device 102 and the seeding device 104, add
location readings to database 112, determine the locations of
wireless access points based on location readings gathered by
devices 102 and 104, query the database to retrieve location
readings and other data, perform the weighted average analy-
sis and the pattern recognition analysis, etc. The locationing
system 108 and/or the Wi-Fi locationing system 110 may be
located locally on the end-user device 102 and/or baseline
scanning device 104. Alternatively, the locationing system
108 and/or the Wi-Fi locationing system 110 may be located
remotely on a server 106, as illustrated in FIG. 1A. The
locationing system 108, the Wi-Fi locationing system 110,
and the database 112 may also be hosted in two or more
separate servers.

It is to be understood that embodiments described herein
are described using wireless access points and wireless
devices. However, alternative embodiments may use other
types of transmitter and receiver devices without departing
from the spirit of the disclosure, such as near field communi-
cation (NFC) and radio-frequency identification (RFID).

FIG. 1B is a high level diagram illustrating further in detail
the relationships between the locationing system 108, the
Wi-Filocationing system 110, and the database 112, in accor-
dance with an embodiment. The locationing system 108 may
request the location of end-user device 102 or establish a
baseline for a named location (such as a WAP). The Wi-Fi
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4

locationing system 110 may update or request information
about a particular location, such as a particular WAP or
region. The database 112 may return information about the
queried location, but may also return results to any other
query submitted by the Wi-Fi locationing system 110. The
Wi-Fi locationing system 110 may use the information from
the database 112 to determine the location of end-user device
102, and may return this location to the locationing system
108. As indicated above, the functions of the locationing
system 108 and the Wi-Fi locationing system 110 may be
combined into a single system that may perform the functions
of communicating with end-user device 102 and scanning
device 104, while also managing the weighted average analy-
sis, the pattern recognition analysis, and the interface with the
database.

FIG. 1C illustrates a deployment diagram 120 of the sys-
tem from FIG. 1A in accordance with an embodiment. A
deployment diagram may model the physical deployment of
software components in hardware components, and how the
different components may be connected. Specifically, the
deployment diagram 120 may illustrate a client-server archi-
tecture, where the client 122 (end-user device 102 or seeding
device 104) may communicate with a locationing system
server 124. The client 122 may use a communication control-
ler 126 hosted on the client 122 to communicate with the
locationing web service 128 hosted on locationing system
server 124. The locationing web service 128 may implement
the functionality of locationing system 108. The communi-
cation controller 126 may allow for the transmission of Wi-Fi
data, GPS data, sensor data, and other location data from
end-user device 102 and scanning device 104.

The locationing web service 128 may relay Wi-Fi data,
sensor data, and other location data to the Wi-Fi locationing
system 110, which may be hosted on Wi-Fi locationing sys-
tem server 130. For example, location readings and signal
strength readings may be communicated to the Wi-Fi loca-
tioning system server 130 to store in the database or to deter-
mine the location of end-user device 102.

The Wi-Fi locationing system server 130 may host a Win-
dows Communication Foundation (WCF) web service 132
serving as the main entry point into the Wi-Fi locationing
system 110. WCF web service 132 may relay end-user loca-
tion and seeding requests to the appropriate subsystem,
including the weighted average analysis, the pattern recogni-
tion analysis, and the interface to the database 112. Database
server 134 may host database 112. It is to be understood that
the use of a WCF service that is hosted in Internet Information
Services (IIS) is presented as an example in accordance with
anembodiment, as any other framework or implementation of
a client-server application or a service-oriented application
may be used.

FIG. 1D illustrates an alternative system architecture of a
system used to determine the locations of devices and to seed
a database with location readings. As shown in FIG. 1D,
end-user device 102 and seeding device 104 may communi-
cate via an Internet connection to the locationing web service
128 oflocationing system 108. The Wi-Fi locationing system
110 may be implemented by four elements: system commu-
nication controller 140, seeding controller 142, algorithm
controller 144, and database interface 146. The system com-
munication controller 140 may control execution of the Wi-Fi
locationing system 110 by (1) invoking the seeding controller
142 when end-user device 102 or seeding device 104 provide
location readings for an existing location or for a new loca-
tion, and (2) invoking the algorithm controller when end-user
device 102 makes a location request. The system communi-
cation controller 140 may also invoke the algorithm control-
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ler or system 144 to estimate the location of WAPs based on
seeding data provided by seeding devices 104.

In an embodiment, an administrator may be provided with
access to the various controller modules of Wi-Fi locationing
system 110 to configure the behavior of the individual con-
trollers, including system communication controller 140,
algorithm controller 144, seeding controller 142, and data-
base interface 146. For instance, the administrator may log in
through a graphical interface in order to configure the
weighted average analysis, the pattern recognition analysis,
and the combination of these two methods. As described in
detail below, the weighted average analysis and the pattern
recognition analysis may be executed with many variations,
and the graphical interface may allow the administrator to
configure which of these variations to use. It may also be
possible to provide a limited amount of configuration options
to the users of the end-user devices 102 and the seeding
devices 104. For instance, a user of end-user device may be
given the choice to select between the weighted average
analysis and the pattern recognition analysis. The users of
seeding devices may be given the choice to set the cadence for
obtaining location readings (for seeding the database), so as
to maximize battery life of the seeding device.

FIG. 2 illustrates the main steps involved in the weighted
average analysis. In step 200, the querying device may turn on
the wireless function (if not already on) and it may scan
wireless channels for visible WAPs. For each visible WAP, at
least the signal strength and an identifier for the WAP may be
recorded in step 202. An identifier for the WAP can include
the Service Set Identifier (SSID) or the Media Access Control
(MAC) address. In step 204, the database may be queried with
the identifiers of the visible WAPs in order to obtain the
location point for the visible WAPs. The location points of the
visible WAPs may be received as the result of the database
query in step 206 and may then be used with the current signal
strength readings of the visible WAPs to compute the location
of'the querying device using a weighted average in step 208.
The weighted average may return a location result including
the estimated longitude, latitude, and altitude of the device. In
an embodiment the location result may consist of only the
estimated longitude and latitude, or may consist of a name
and a label associated with the location result. For instance,
the result may present the resulting location of the querying
device as latitude X, longitude Y, and altitude Z, or may
present it as “Room D.”

Formulas that may be used to calculate the location result
from a listing of visible WAPs and their respective signal
strengths are set forth below. Lett1, 2,13, ... to be a total of
n access points visible to the querying device. Let “W” rep-
resent a WAP, a baseline scanning device, or a querying
device for which the location is being estimated. Let L(W) be
the longitude of W, let B(W) be the latitude of W, let A(W) be
the altitude of W. Let “X” represent an access point visible to
a querying device, and let S(X) be the currently detected
signal strength of access point X by the querying device. The
longitude of the device W is:

LOVY=(LLASEL)+ . . . +HLn SE)V(SE+ . . .+
S(en))
The latitude of the device W is:
BOV=((BE1Y*SE1)+ . . . +Bn)*SE)N/(St1)+ . . .
+S(mn))
The altitude of the device W is:

A=A S+ . . . +A) SIS+ . . .
+S(n))
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The location of the device W can be represented by the
triple (L(W), B(W), A(W)).

In the weighted average analysis, the locations of the vis-
ible WAPs may be averaged, but with the contribution (to-
wards the location calculation) of each visible WAP being
dependent on the currently detected signal strength for each
visible WAP. The received signal strength indicator (RSSI)
may be a measurement of the power present in a received
radio signal, and in wireless networking it may be an indica-
tion of the power level being received by an antenna. Such
analysis, via the hardware/software deployed in a querying
device’s wireless card, compute the RSSI, which depends on
device settings as well as transmission power from the WAP.
The received power level, without any obstacles reflecting or
blocking the radio signals, may be dependent on the distance
between the receiving antenna and the WAP, the radiation
pattern of the WAP, the transmitting power of the WAP, and
the receiving power of the WAP. However, regardless of the
properties of the receiving antenna and of the transmitting
WAP, the signal strength may be a strong indicator of the
distance between the querying device and the WAP. Both the
weighted average analysis and the pattern recognition analy-
sis rely on this assumption to estimate the position of the
querying device. If a querying device detects a high signal
strength from a first WAP, it may be presumed that the que-
rying device is close to the first WAP. If the same querying
device detects a low signal strength from a second WAP at the
exact same location, it may be presumed that the querying
device is further from the second WAP. In such a case, the
coordinates of the first WAP may be weighted higher than the
coordinates of the second WAP.

As an example, if a device detects a first WAP with a signal
strength of 80%, a second WAP with a signal strength of 40%,
and a third WAP with a signal strength of 65%, then the
coordinates of the first WAP may be weighted by 0.80, the
coordinates of the second WAP may be weighted by 0.40, and
the coordinates of the third WAP may be weighted by 0.65.

The received signal strength may also be affected by
obstacles between the WAP and the querying device. Such
obstacles may include walls, buildings, trees, and other
objects which deflect or obstruct radio signals. Obstacles may
result in a querying device detecting a low signal strength
from a WAP, even if the WAP is relatively close to the que-
rying device. However, it is noted that at any one point, and
especially in urban areas where more obstacles are likely to be
present, there are likely to be a high number of WAPs that are
visibleto a querying device. Hence, even if the detected signal
strength for a particular WAP is low, the averages of the other
visible WAPs may correct for this factor and overall give a
good estimate for the position of a querying device.

FIG. 3 illustrates an example of how the location for an
end-user device 300 may be computed using the weighted
average analysis. End-user device 300 may scan wireless
channels for visible WAPs in the vicinity of device 300.
Device 300 may detect WAP1 302 with a signal strength of
80%, WAP2 304 with a signal strength of 90%, and WAP3
306 with a signal strength of 20%. WAP4 308 is shown as not
being visible to device 300 (and hence not detecting a signal
strength for WAP4). This may be due to WAP4 being out of
range of device 300, or due to an obstacle (such as a building
or some other structure) blocking the wireless signals emitted
by WAP4 in the direction of device 300. Next, the database
with location and signal strength readings, may be queried to
obtain the location of WAP1, WAP2, and WAP3. In particular,
the SSID, the MAC address or some other identifier for the
WAPs may be used to search the database in order to obtain
the location of the visible WAPs. The locations of WAPI1,
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WAP2, and WAP3, may then be used to compute the location
of'end-user device 300 using a weighted average as shown in
equation 310. It is also possible for an end-user device to
detect a visible WAP for which there is no location informa-
tion in the database. In such a case, this visible WAP may be
discarded from the weighted average computation.

In another embodiment, the weighted average analysis
may be varied by using weights relative to a ranking of the
signal strengths of the visible WAPs, rather than using the
actual signal strength values themselves. For example, the
WAP with the highest signal strength may be given a
weighted value of 1.0, the WAP with the second highest signal
strength may be given a weighted value of 0.75, the WAP with
the third highest signal strength may be given a weighted
value of 0.50, etc. For instance, equation 320 illustrates the
location of end-user device 300 computed with a weighted
average, where the weights are determined based on the rank-
ing of the signal strength readings of WAP1, WAP2, and
WAP3.

Many variations are possible and would be apparent to a
person of ordinary skill in the art. As an example of yet
another variation, the two visible WAPs with the strongest
signal strengths may be given a weighted value of 1.0, or even
an inflated value greater than 1.0, while the rest of the WAPs
may be weighted linearly based on their ranking. The ranking
of' the signal strengths may be computed by sorting the signal
strengths from high to low or from low to high. The ranking
may then be based on the relative order of the signal strengths
after sorting. In an embodiment, the user of the querying
device may manually select the particular weighting method
to use, i.e. signal strength vs. ranking vs. some other weight-
ing method.

As a further embodiment, response times of the WAPs may
be used in place of or in combination with signal strengths.
For example, the querying device may send a single querying
signal out to any WAPs within its range and then measure the
amount of time required for each of the WAPs to respond to
the querying signal. An assumption may then be made that the
nearest WAP will response sooner than WAPs that are further
away, and the first WAP to respond may be given a weighted
value of 1.0 (or some other value), the second WAP to respond
maybe given a weighted value of 0.75, etc. As with signals
strengths, obstacles could cause delays in the response sig-
nals. In addition, different WAPs may have different response
times due to latency associated with the electrical equipment
within each WAP that may result in a WAP appearing to be
closer or further away than is actually the case. When com-
bining the response times with the signal strengths, the
response times may be ranked, with a set of weight values
based off the ranking of the response times. The weight for the
location of each WAP may then be the product ofthe response
time weight value and the signal strength. Additional factors
may also be used in order to create compound weight values
that result in the final weight value for a WAP.

Embodiments may also apply one or more functions to the
detected signal strengths of visible WAPs prior to applying
the weighted average analysis. As a first example, the signal
strengths may be normalized to a value between Oand 1. As a
second example, if it was the case that the detected signal
strengths were not linear relative to distance, then a function,
such as the inverse-square law, may be applied to the signals
prior to performing the weighted average analysis. Given a
signal strength x, the modified value for the signal strength
may be sqrt(1/x).

The database with the location readings and signal strength
readings may be populated using various techniques. In a first
embodiment, the database may be created organically using a
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combination of baseline scanning devices, end-user devices,
and querying devices. From herein, “seeding device” may be
used to refer to any device that is used to initially populate the
database and to devices that are subsequently used to continue
growing the database. It is also to be understood that while the
database is described herein as containing location readings,
signal strength readings, and identifier information for a plu-
rality of WAPs, alternative embodiments of databases need
not include all this information. For instance, a database may
consist of only records of WAP identifiers and the location for
each WAP. Therefore, a database need not be seeded with data
from seeding devices, as any existing database including at
least WAP identifiers and a location for each WAP may be
used with embodiments described herein.

In one embodiment, the database may be populated with
location information for visible wireless access points and
organically grown using seeding devices and/or end-user
devices. A seeding event on the seeding device may first be
detected by the server 106 and the location of the seeding
device thereafter determined. Alternatively, the seeding
devices may be configured to determine their location and to
detect wireless signals. It is also possible for a seeding device
with only wireless access (and without location functionality)
to contribute identifier information to the database about a
WAP, such as the MAC address and SSID. The actual location
of the WAP may then be entered manually or may be deter-
mined automatically by using the weighted average analysis
or the pattern recognition analysis. In an embodiment, a plu-
rality of seeding devices may detect wireless signal strengths
at particular locations, creating an association between a par-
ticular signal strength pattern at a particular location.

A seeding device may have both GPS and wireless capa-
bilities allowing it to communicate with the locationing sys-
tem to create location readings for visible WAPs. In one
embodiment, whenever a user device (such as a smart phone)
obtains a GPS readings, the user device may respond to this as
a seeding event, which may the also cause the user device to
detect WAP devices in range, enabling the user device to
communicate both the GPS readings and the list of detected
WAPs to the locationing system. As indicated above, the
locationing system provides an interface that communicates
with the database. In addition, the end user device may also
communicate the detected signal strengths for the visible
WAPs.

Mobile devices may use GPS information in response to
various actions or seeding events performed in association
with various applications. For example, when a user is per-
forming an Internet search on his’her mobile device, the
mobile device may use GPS information to tailor the search
results based on the user’s location. Similarly, if a user is
using his/her mobile device to obtain navigational informa-
tion to a driving destination, the mobile device may use GPS
information to at least determine the user’s starting location
and provide a route to an end point. Thus, common use of
end-user devices may be used to populate the database
quickly and without requiring manual action from the user,
and possibly without even the user’s knowledge.

In an embodiment, a discrete agent may be installed on
end-user devices having at least GPS and wireless capabilities
to perform database seeding. The discrete agent may also be
installed on devices having only GPS or having only wireless
capabilities, but in such a case the discrete agent may not be
used for seeding purposes. The discrete agent may query the
GPS for seeding events, and turn on the wireless communi-
cation of the end-user device (if not already on) when a
seeding event is detected. After recording the visible WAPs
and their respective signal strengths, the discrete agent may
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determine the current GPS location of the user/seeding device
and pair the current location of the device with the data
recorded for the visible WAPs (signal strength and an identi-
fier) to the database, where it can be stored for each of the
WAPS. The discrete agent may also listen for other seeding
events that can cause seeding to be initiated. Examples of
events that can cause seeding to be initiated include changes
in Cell Tower or Cell Tower signal strength, accelerometer
changes, battery going on/off charge, visible Wi-Fi node
changes, visible WAP changes, and GPS changes. In such a
case, the discrete agent may make a GPS query as well as
capture information associated with visible WAPs. This
recorded information may subsequently be communicated to
the database.

The discrete agent may also be programmed to communi-
cate WAP location readings to the database on set time inter-
vals or at a scheduled times. For example, the discrete agent
may be programmed to make a GPS query and to temporarily
turn on wireless communication to obtain a list of WAPs
devices in range of the end-user device. Since the discrete
agent may be programmed to gather information at various
times, regardless of where the end-user device may be, the
database may be populated as end-user devices move within
many regions. Similarly, if the discrete agent is programmed
to send information to the database whenever a GPS query is
performed or whenever wireless communication is turned on,
regardless of where the user or the device may be, the discrete
agent may contribute valuable information that helps to popu-
late the database.

The database may store location readings associated with
WARPs. If a device detects a WAP having a signal strength of
X and GPS coordinates of latitude A, longitude B, and altitude
C, the corresponding record in the database for the WAP may
indicate the signal strength X at coordinates (A, B, C). When-
ever a WAP is detected by a device, location and signal
strength readings may be added to the database. Thus, the
database may maintain many signal strengths readings
detected at various coordinates for a single WAP. In some
embodiments, it may be desirable to also record the wireless
channel and the security protocol used by the WAP.

FIG. 4 illustrates a flowchart of the steps that may be
associated with the seeding of a database in accordance with
an embodiment. In step 400, the seeding device may first
determine its current location. The device may use GPS,
cell-tower and/or Wi-Fi information to determine its current
location. The device may also query the user of the seeding
device to provide a geocode or a street address (which may be
automatically converted to a geocode) representative of the
current location of the seeding device. After obtaining the
current location of the device, in step 402 the seeding device
may scan wireless channels for visible WAPs. In step 404, the
signal strength readings and identifier information for visible
WAPs may be received. The data for the visible WAPs may be
paired with the current location of the device in step 406, and
this paired data may then be stored (in paired or unpaired
form) in the database in step 408. For instance, if the current
location of a device is (X1, Y1, Z1), and the detected signal
strength for WAP1 is 80%, then the database stores that signal
strength 80% of WAP1 was detected at location (X1,Y1, Z1).
A plurality of such records may subsequently be used to
determine the location of the WAP using the weighted aver-
age analysis, the pattern recognition analysis, or some other
method. The ordering of steps 400 and 402 is not critical. For
instance, the seeding device may first scan for visible WAPs
and obtain signal strength readings, and after obtain its cur-
rent location.
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The database could be organized in many other ways. For
instance, the database can consist of a single table, where each
record within the single table includes the SSID, the MAC
address, the detected signal strength, and the GPS coordinates
associated with the detected signal strength. FIG. 5 illustrates
one particular arrangement of a database that may be orga-
nized into five tables, but this just illustrates one of many ways
in which a database could be organized to reduce redundant
data entries. The design and organization of databases is well
known in the art.

Referring to FIG. 5, the access_points table 502 may store
the information for a WAP, including the SSID and the MAC
address. The access_points table may also include a foreign
key to the locations table. The use of foreign keys in a data-
base may enable cross-references between two tables. Thus,
the use of the location_FK foreign key may enable the loca-
tion information of the access points to be stored in a separate
database while still being accessible via the cross-reference.
While the database may include a table to store location
information associated with a WARP, this is not required for the
weighted average analysis or for the pattern recognition
analysis.

The signal_strengths table 504 may store the signal
strength, a cross-reference to the access point ID associated
with the recorded signal strength, and a cross-reference to a
record in the readings table. The readings table 506 may store
the details of a particular reading, including the time that the
reading was recorded, a cross-reference to a location record
associated with the current reading, a cross-reference to a
region record associated with the current reading, and a Bool-
ean indicating whether the current reading is baseline data.

The locations table 508 may store coordinate data, includ-
ing latitude, longitude, altitude, and a height descriptor. The
locations table 508 may be used to store location data for
access points or to store location data associated with the
signal strength reading of an access point. Finally, the regions
table 510 may store a label, a cross-reference to a location
record associated with the current region, and the time that the
region was first recorded.

Regions may be used to describe geographic areas that do
not have a single set of coordinates associated with them. For
instance, a region may be a room in a building, a set of rooms
in a building, a hallway, an entire building, a particular out-
door area, etc. The regions table may include a cross-refer-
ence (location_FK) to the locations table to allow a specific
location to be associated with the region. For instance, if a
region is a building, then the entrance of the building may be
recorded as the location of the region, or the coordinates near
the center of the building can be recorded as the location. The
label allows a textual description to be associated with the
region. For instance, in an airport, the label for a particular
region may be “terminal A.” The value for the label may be
specified manually by a user. Alternatively, if GPS coordi-
nates are available, then the location entry may also be used as
the label for the region. In addition, if a region is already
known, additional location information may be given an
existing label already associated with that region.

In embodiments of the weighted average analysis, when
the position of a querying device is being computed, the
device may turn on the wireless communication function to
obtain a list of WAPs in range. The visible WAPs and their
corresponding information may be stored in a list, an array, or
in an alternative data structure or file. Each WAP in the list of
visible WAPs may then be used as part of a query to search the
database for location readings. If the database from FIG. 5
was being used, then the access_points table would be que-
ried. The queries of tables can be done by searching for the
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MAC address, the SSID, or some other unique identifier. For
every WAP match found in the database, the corresponding
location coordinates may be used to determine the location of
the querying device.

As the database is populated, a plurality of location coor-
dinates or location readings may be associated with a single
WAP. In one embodiment, the location associated with the
highest signal strength stored in the database for a particular
WAP may be used for the weighted average analysis. For
instance, for a particular WARP, if signal strength X has been
recorded at location A and signal strength Y has been
recorded at location B, and X is greater than Y, then location
A would be used in the weighted average analysis. In yet
another embodiment, the location of a particular WAP may be
computed using a weighted average of all the location read-
ings in the database for the particular WAP. In the example
above, locations A and B would be averaged together, with the
coordinates of location A weighted by X, and the coordinates
of'location B weighted by Y.

FIG. 6 illustrates the main steps associated with a particular
method for computing the location of a WAP based on signal
strength readings and location readings received from a plu-
rality of seeding devices. In step 600, the database may be
queried to obtain signal strength readings and location read-
ings for a particular WAP (“WAP X”). The location of the
WAP may then be determined in step 602 using the weighted
average analysis on the signal strength readings and location
readings for WAP X. In step 604, the location of WAP X may
be updated in the database with the result from the weighted
average analysis. It is to be understood that a method other
than the weighted average analysis can be used to determine
the location of WAPs. For instance, the pattern recognition
analysis or some other method may alternatively be used.

In reference to steps 600 and 602, only the locations with
the n highest signal strengths may be used in the weighted
average computation of a particular WAP. Alternatively, the
locations of the signal strengths that are greater than a thresh-
old may be used to compute a weighted average of the loca-
tion of the WAP. It may also be possible to simply take the
average of the locations with signal strengths greater than a
threshold without doing any weighting. As can be appreci-
ated, the weighted average analysis (and its variations) may
be used to determine the location of a querying device, and
similarly to determine the location of the WAPs in the data-
base. It may also be possible to manually enter the location of
a WAP. For instance, if the database is being edited or if the
database is being populated manually, then the actual coor-
dinates of WAPs can be entered by a user.

Similarly, only the locations with the n highest signal
strengths may be used in the weighted average computation
for an end-user device. In reference to FIG. 3, if the weighted
average analysis is configured such that only the two highest
signal strengths (n=2) are used for the weighted average
computation, then only WAP1 302 and WAP2 304 would be
used in the weighted average computation. Alternatively,
only signal strength readings greater than a threshold may be
used to compute the weighted average location for the end-
user device. In further reference to FIG. 3, is the threshold was
a signal strength greater than 10%, then WAP1 302, WAP2
304, and WAP3 306 would all be used for the weighted
average computation. On the other hand, if the threshold was
a signal strength greater than 50%, then only WAP1 302 and
WAP2 304 would be used for the weighted average compu-
tation.

In yet another embodiment, pattern recognition may be
used to determine the location of a querying device. Such
pattern recognition embodiment may use the same database
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used for the weighted average analysis. Or, rather than record
the coordinates (X, Y, Z) in the database for visible WAPs A
and B, the database may simply indicate that WAPs A and B
were visible in a particular region W, where W is a name or
label that is descriptive or unique to that particular region. For
instance, if such an embodiment is being used in an airport
where GPS information is not available, then visible access
points at various points within the airport can be recorded,
with each of the various points assigned a name (Terminal A,
Terminal B, etc.), rather than being assigned a set of GPS
coordinates.

The pattern recognition analysis may be trained using the
signal strength and region readings from the database. In one
embodiment, a user traverses through one or more regions of
interest, such as rooms, halls, a set of rooms, one or more
floors within a building, one or more buildings, or one or more
outdoor areas. As the user comes to a region of interest, the
user can initiate a method that detects visible WAPs in range
of the seeding device. The method compiles a list of visible
WAPs and their respective signal strengths in the database.
Finally, the user submits a name or label for the current
region. Returning to the airport example, the user may stop at
the entrance of Terminal A, and initiate the method to detect
visible WAPs and their respective signal strengths. After the
list of visible WAPs is compiled, the user can enter a name for
the current region, such as “Terminal A,” to be associated with
the detected WAPs and their signal strengths. The data gath-
ered may include the following: Terminal A; WAPs A, B, C;
signal strengths 80%, 30%, 70%. The user can then proceed to
record data from additional regions by repeating the process
described.

One or more sets of readings may be associated with a
particular region. The readings may also be taken from one or
more points within the particular region. For example, if the
region is a room, then readings may be recorded from each
corner of the room.

In one embodiment, the process of recording visible WAPs
and their respective signal strengths may consist of the user
specifying the name for a region, followed by the user walk-
ing along the region with the seeding device, and ending with
the user stopping the recording of visible WAPs and their
respective signal strengths. For instance, the user may pro-
vide the name for a room, such as “Room A.” The user may
walk around the periphery of the room, or simply walk along
a portion of the room, with the querying device recording
readings every second, every two seconds, etc., or simply
recording readings whenever there is a change in the signal
strength detected for the WAPs. This may allow a single user
to record a plurality of readings in a short period of time. The
user may then proceed to another region and repeat the pro-
cess.

In one embodiment, a user or an autonomous vehicle may
gather a plurality of location readings by following a route or
visiting a set of areas. The location readings may later be
assigned to regions, either manually or automatically. For
instance, the set of location readings may be displayed on a
map, with the user having the option of discarding location
readings or grouping a set of location readings as being rep-
resentative of a region. A user may also manually draw an
outline around a set of location readings, with the outline
defining the region. Whenever additional location readings
arereceived, the additional location readings may be assigned
to the region based on the drawn outline.

The location readings may also be analyzed using a clus-
tering algorithm, with the number of clusters defining the
number of desired regions. Whenever additional location
readings are added to the database, or after a minimum num-
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ber of additional location readings have been added to a
database, or based on a user initiating a retraining, the clus-
tering algorithm may be rerun to create clusters from the
larger location readings set. Retraining may be initiated after
a predetermined period of time, after a number of records
greater than a threshold have been added to a database, and
after a threshold error level is passed.

The inputs of the pattern recognition analysis may be based
on the number of unique WAPs recorded in the database,
while the outputs of the pattern recognition analysis may be
based on the number of regions recorded in the database. For
example, if there have been a total of four WAPs detected
during the seeding process, then the pattern recognition algo-
rithm may accept at least four inputs. The pattern recognition
algorithm may also include additional inputs to allow the
pattern recognition algorithm to use additional features to
determine the location of the querying device. If the user has
provided data for three regions, then the pattern recognition
algorithm may have at least three outputs. It is noted that it is
also possible for the pattern recognition algorithm to have a
single output whose value indicates the computed region. For
example, the output may be a text label, such as “region 1”.
Alternatively, the output can be a number, with the number
“1” representing a first region, the number “2” representing a
second region, the number “3” representing a third region,
etc.

In one embodiment, a neural network may be used as the
pattern recognition algorithm. A neural network is a math-
ematical model that replicates how neurons and synapses
within a biological neural network function. Through a series
of learning exercises, a neural network can learn linear and
non-linear relationships that yield a desired behavior or per-
formance of the neural network based on certain inputs.

FIG. 7 illustrates an example of a neural network 700.
Neural networks are comprised of neuron and synapses form-
ing an interconnected assembly where neurons are linked to
other neurons through synapses, each connection requiring
one synapse. Weights are associated with synapses. A node
within the neural network receives inputs from all of the
synapses connected to the particular node, with the input from
a particular synapse weighted by the weight associated with
the particular synapse. An activation function may then be
used to compute the output of the particular node based on the
value of the inputs from the synapses. The output of the
particular node may then be fed as the input to one or more
nodes in the following layer of the neural network.

The neural network illustrated in FIG. 7 has one input layer,
one hidden layer, and one output layer. All three layers have
three nodes. However, the number of nodes in the layers of the
neural network need not be the same. The number of input
nodes may be based on the problem being solved and on the
representation of the data used to train the neural network.
The number of nodes in the hidden layer also depends on the
problem being solved, and may also be determined empiri-
cally by analyzing how the performance of the neural network
varies based on the number of nodes in the hidden layer. A
larger number of nodes allow the neural network to come up
with a more complex relationship between the inputs and
outputs. However, a larger number of nodes can also hinder
the performance of the neural network since the neural net-
work may simply memorize the association between the input
data and the output data rather than learn a relationship that
extrapolates to data not seen during training.

The neural network 700 is fully connected, meaning that
every node in a layer is connected to every node from the
previous layer, and every node is connected to every node in
the following layer. For example, the first node in the input
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layer is connected to each of the three nodes in the hidden
layer. Similarly, the second node and the third node in the
input layer are connected to each of the three nodes in the
hidden layer. It is noted that embodiments are not limited to
using a fully connected neural network. The actual architec-
ture for the neural network used may be determined based on
the number of inputs and through analysis of the performance
of the neural network during the training phase. For instance,
an alternative architecture for the neural network may include
nodes in a first layer being connected to every other node in
the following layer.

The number of hidden layers may also be varied to achieve
the desired performance of the neural network. Embodiments
of'the neural network may also include recurrent links, where
a node is connected to another node in the same layer or
connected to a node in a previous layer.

In an embodiment, the inputs fed to the input layer of the
neural network may be scaled between 0 and 1. However, the
inputs can be scaled to any number range, or the inputs may
simply be fed to the neural network without any scaling.

The number of output nodes may also be dependent on the
problem being solved and on the desired performance. For
instance, the neural network can have an output layer with a
single node, where values between 0 and 0.10 indicate a first
answer, values between 0.10 and 0.50 indicate a second
answer, and values between 0.50 and 1.0 indicate a third
answer. In this same example, the neural network can also
have been comprised of'an output layer with three nodes, with
an output of 1-0-0 representing the first answer, an output of
0-1-0 representing the second answer, and an output of 0-0-1
representing the third answer.

Neural network 700 has an input layer consisting of three
nodes: first input node 702, second input node 704, and third
input node 706. The neural network 700 may be configured to
determine the location of a querying device based on the
signal strength readings of three WAPs: WAP1, WAP2, and
WAP3. In reference to FIG. 3, the end-user device detects
WAP1 with a signal strength of 80%, WAP2 with a signal
strength of 90%, and WAP3 with a signal strength of 20%.
The value of'the first input node 702 may then be set to 0.8, the
value ofthe second input node 704 would be set to 0.9, and the
value third input node 706 would be set to 0.2. It is to be
understood that regardless of how the inputs to neural net-
work 700 are organized, what is key is for the inputs to be set
consistently. For instance, setting the second input node 704
to the value of the signal strength of WAP1 would cause the
neural network to learn erroneous patterns.

Neural network 700 has three nodes in the output layer:
first output node 708, second output node 710, and third
output node 712. These three output nodes are indicative of a
predicted location of the querying device. For instance, the
output nodes 708, 710, and 712 may represent the longitude,
latitude, or longitude of the querying device. Alternatively,
the three output nodes may represent the likelihood that user
is in “Region A”, “Region B”, or “Region C”.

The use and training of neural networks is well known in
the art. However, the example below is presented to illustrate
the process involved in training a neural network. The table
below contains the bitwise AND operation. In the AND
operation, if any of the inputs is 0, then the output is 0. The
AND operation is equivalent to multiplication, where if a
number is multiplied by 0, the result is 0. In the AND opera-
tion, the result is 1 only when all of the inputs are 1.
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Input Desired Output
0,0 0

0,1 0

1,0 0

1,1 1

A neural network being trained to learn the AND operation
for two bits, would include two nodes in the input layer (one
node for each input), and an output layer with one output
node. The data from the table above is subsequently fed to the
neural network over a number of iterations until the neural
network reaches a desired performance level. When training
the neural network, the neural network first receives as input
the values 0 and 0. The output from the neural network ini-
tially may be very far from the desired output of 0. For
instance, in the first iteration, the output produced by the
neural network in response to receiving the inputs 0 and O may
be 0.99. The actual output of the neural network is compared
with the desired output, and the weights of the synapses of the
neural network are updated to make the actual output of the
neural network closer to the desired output. The actual syn-
apses between the nodes in the neural network can also be
updated (by deleting synapses or adding synapses) to make
the actual output of the neural network closer to the desired
output. It is to be understood that embodiments disclosed
herein can use supervised learning methods, unsupervised
learning methods, and semi-supervised learning methods.
For example, a popular supervised learning method for neural
networks is backpropagation.

In one embodiment, neuroevolution can be used to train
neural networks. In neuroevolution, a population of neural
networks is evolved using evolutionary techniques. For
instance, a genetic algorithm can initially create a population
of neural networks with random architectures and with ran-
dom weight values for the synapses of the neural networks.
Each neural network in the population is then tested with the
training data, with the actual outputs produced by the neural
network compared to the desired outputs to yield an error
level. This error level can be used to assign a fitness or score
for each neural network in the population. After each neural
network has received a score, genetic operators such as cross-
over and mutation can be used to create a new population of
neural networks, favoring the reproduction of neural net-
works that received higher scores during the training phase.
This generational process can then be repeated for a fixed
number of generations or until one or more neural networks
with a desired performance level have been produced. Neu-
roevolution and genetic algorithms are methods well known
in the art of pattern recognition and machine learning.

Embodiments of the pattern recognition analysis are not
limited to the use of neural networks. Other pattern recogni-
tion analyses may be used, including classifier systems, clus-
tering algorithms, regression algorithms, statistical models,
and ensemble systems. Classifier systems include neural net-
works, decision trees, and support vector machines, among
others. Clustering algorithms include K-means clustering,
principal component analysis, among others.

Once a pattern recognition algorithm has been trained, the
pattern recognition algorithm may be used to determine the
location of a device based on the signal strengths of WAPs
and/or response times of WAPs detected in the vicinity of the
device. As indicated above, the pattern recognition algorithm
may have a number of inputs equal to all of the WAPs which
were part of the database during the training phase. For
example, if a database had signal strength readings for three
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regions, but in all three regions the only WAP detected was
WARP X, then the pattern recognition algorithm would have
one input and three outputs. On the other hand, if the database
had signal strength readings for three regions, with the signal
strength readings associated with WAPs X, Y, and Z, then the
pattern recognition would have at least three inputs (for each
of'the WAPs), and three outputs indicating the region that the
user is in. As indicated above, the pattern recognition algo-
rithm may have a single output whose value represents the
region determined by the pattern recognition algorithm.

In embodiments where the pattern recognition algorithm
uses an output for each of the possible regions that the que-
rying device can be located, the output with the highest value
may be selected as the determined region. For example, if a
neural network has three outputs for regions A, B and C, and
the output values are 0.5, 0.2, and 0.83 respectively, then the
pattern recognition algorithm would determine that region C
is where the querying device is located.

FIG. 8 illustrates a floor plan of a building with five areas:
area A 800, area B 802, area C 804, area D 806, and area E
808. This building includes three installed WAPs: WAP1 810,
WAP2 812, and WAP 3 814. A user with device 814 attempt-
ing to get his/her current location may scan wireless channels
for visible WAPs. The figure illustrates the device 814 detect-
ing WAPs 810, 812, and 814. The device 814 may feed these
signal readings to a pattern recognition algorithm to deter-
mine where the device is located. The output of the pattern
recognition algorithm may either be location coordinates, or
an indication of the area where the user is located. For
instance, the pattern recognition algorithm could indicate as
its output that the user is located in area “E”.

A user training the pattern recognition algorithm may start
the process by traversing each of areas A-E, and recording the
signals strengths of visible WAPs within those particular
areas. For example, the user may walk into area A, and scan
for visible WAPs to determine the signal strengths of WAPs
when the user is in area A. The user may walk to the center of
area A, or to some other location within area A, to determine
the visible WAPs. All of the data gathered within area A may
result in learning examples for the pattern recognition algo-
rithm. The learning examples may consist of the signal
strength readings of visible WAPs, with an indication that the
expected output for those readings is area A. The goal may be
to allow the pattern recognition algorithm to determine pat-
terns of the signal strengths of visible WAPs when the user is
in area A. For instance, the pattern recognition algorithm may
learn the pattern that whenever the signal strength reading of
WAP3 is greater than 90%, the user is in area A. The com-
plexity of a pattern recognition algorithm enables it to learn
linear and non-linear associations in order to detect patterns
from the learning examples.

The user may then proceed to area B, repeating the process
of scanning for visible WAPs. A user need not have the same
number of learning examples for each area. For example, the
user may stand in the middle of area A, obtain signal strength
readings of visible WAPs, resulting in one learning example.
The user may then proceed to area B, and obtain signal
strength readings from various points within area B, resulting
in a plurality of learning examples. For instance, points 816
indicate different points where a user could stand and obtain
different signal strength readings. The user may then proceed
to the other areas and similarly obtain signal strength read-
ings. With learning examples for each area, the pattern rec-
ognition algorithm may be trained. After the training of the
pattern recognition algorithm, if it was found that the pattern
recognition algorithm does not accurately predict the location
for a specific area, the user may then obtain additional signal



US 9,239,990 B2

17

strength readings for that particular area and retrain the pat-
tern recognition algorithm. For instance, if it was found that
having a single learning example for area A was not sufficient
for enabling the pattern recognition algorithm to determine
when the user was in area A, then the user may return to area
A and get additional signal strength readings from one or
more other points within area A.

As noted above, a user may start a process that automati-
cally scans for visible WAPs and detects signal strength read-
ings within an area. If two or more signal strength readings
within an area are identical, then the duplicate signal strength
readings may be discarded. As an example, a user may go to
an area, such as area D, begin the automated process of
recording visible WAPs and their signal strengths, and follow
a route 818 (illustrated as a dashed line) through the area D.
This would enable the user to gather a plurality of signal
strength readings, and consequently generate a large set of
learning examples, in a short period of time and without much
effort. The user may only have to start the process, walk
around the area, and then stop the process.

Embodiments may also combine the weighted average
analysis and the pattern recognition analysis in various ways.
In one embodiment, if the pattern recognition analysis pro-
vides a location of the querying device with a low confidence
level, then the weighted average analysis may be used instead
to provide the location of the querying device. In yet another
embodiment, if the determination by the pattern recognition
analysis takes longer than a specified period of time, then the
pattern recognition analysis may be terminated, and the
weighted average analysis may be used instead for the current
location calculation. In addition, if the pattern recognition
analysis crashes or is not able to finish the calculation of the
location of the querying device due to an error, then the
weighted average analysis may be used instead. When com-
bining the weighted average analysis and the pattern recog-
nition analysis, if either analysis times out, the location of the
other analysis may be used instead.

In yet another embodiment, a plurality of pattern recogni-
tion analyses may be trained using the association of location/
region readings and signal strength readings of WAPs. For
instance, a neural network, a decision tree, and a support
vector machine may be trained using a set of location/region
readings and signal strength readings. Subsequently, when-
ever the location of a querying device is being determined, the
determined location by the pattern recognition algorithm with
the highest confidence level may be used as the final location
of the querying device. If the neural network determined
region A as the location of the querying device with a confi-
dence level of 70%, if the decision tree determined region B
as the location of the querying device with a confidence level
01'80%, and if the support vector machine determined region
C as the location of the querying device with a confidence
level of 50%, then the location determined by the decision
tree may be used as the location of the querying device.
Alternatively, the region or location output the most often
may be used as the final location. If the neural network and the
decision tree output region A as the location of the querying
device, and the support vector machine outputs region C as
the location of the querying device, then region A may be used
as the location of the querying device.

When using a plurality of pattern recognition algorithms in
the location determination of the pattern recognition analysis,
the outputs from the plurality of pattern recognition algo-
rithms may also be weighted by an amount associated with a
confidence level or with a level of preference. For instance, it
may be determined after various training sessions that neural
networks are the most accurate, and consequently the outputs
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from the neural networks may be weighted higher than the
outputs of other pattern recognition algorithms. In addition, it
is also possible for the outputs from the plurality of pattern
recognition algorithms to be averaged or to be averaged using
a weighted average, with the resulting average presented as
the determined location of the querying device.

In yet another embodiment, when training a plurality of
pattern recognition algorithms to be used in the pattern rec-
ognition method, it may be desirable to use only those pattern
recognition algorithms that achieve an error level less a
threshold during the training phase. Alternatively, after the
plurality of pattern recognition algorithms have been trained,
the pattern recognition algorithm that achieved the lowest
error level may be used for determining the location of que-
rying devices. The plurality of pattern recognition algorithms
can also be trained using different subsets of data from the
database, thus increasing the performance diversity of the
pattern recognition algorithms.

It is to be understood that embodiments of the pattern
recognition method are not limited to training a pattern rec-
ognition algorithm once. As the database of region/location
readings and signal strength readings grows, the same pattern
recognition algorithm may be retrained in order to increase
the accuracy of the pattern recognition algorithm. If the accu-
racy of the new pattern recognition algorithm increases dur-
ing training, then the old pattern recognition algorithm, cur-
rently being used in the pattern recognition method, may be
replaced with the new pattern recognition algorithm. Alter-
natively, this replacement may take place after the accuracy of
the new pattern recognition algorithm has increased by a
threshold amount. A plurality of pattern recognition algo-
rithms may be also be trained simultaneously. In this case, the
pattern recognition algorithm achieving the highest accuracy,
out of all the pattern recognition algorithms being trained,
may replace the old and currently used pattern recognition
algorithm in the pattern recognition method. As indicated
above, during training the different pattern recognition algo-
rithms may differ by type (neural network vs. support vector
machine vs. an alternative algorithm), by architecture, by the
subset of data used for training, the number of iterations used
for training, etc.

An embodiment includes a computer-implemented
method for training a pattern recognition system for deter-
mining a location of a user device, comprising the steps of
traversing one or more regions with a device configured to
communicate with one or more transmitting devices; scan-
ning one or more radio frequencies for visible transmitting
devices within a region among the one or more regions;
receiving a signal strength pattern for one or more visible
transmitting devices within the region; mapping the signal
strength pattern to the region to create a learning example for
the pattern recognition system; repeating the steps of scan-
ning, receiving and mapping to create a plurality of learning
examples; and training the pattern recognition system using
the plurality of learning examples.

As used herein, the term “mobile device” or “wireless
device” refers to a device that may from time to time have a
position that changes. Such changes in position may comprise
changes to direction, distance, and/or orientation. In particu-
lar examples, a mobile or wireless device may comprise a
cellular telephone, wireless communication device, user
equipment, laptop computer, other personal communication
system (“PCS”) device, personal digital assistant (“PDA™),
personal audio device (“PAD”), portable navigational device,
or other portable communication devices. A mobile or wire-
less device may also comprise a processor or computing
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platform adapted to perform functions controlled by
machine-readable instructions.

The methodologies described herein may be implemented
by various means depending upon applications according to
particular examples. For example, such methodologies may
be implemented in hardware, firmware, software, or combi-
nations thereof. In a hardware implementation, for example,
a processing unit may be implemented within one or more
application specific integrated circuits (“ASICs™), digital sig-
nal processors (“DSPs™), digital signal processing devices
(“DSPDs”), programmable logic devices (“PLDs”), field pro-
grammable gate arrays (“FPGAs”), processors, controllers,
micro-controllers, microprocessors, electronic devices, other
devices units designed to perform the functions described
herein, or combinations thereof.

Some portions of the detailed description included herein
are presented in terms of algorithms or symbolic representa-
tions of operations on binary digital signals stored within a
memory of a specific apparatus or special purpose computing
device or platform. In the context of this particular specifica-
tion, the term specific apparatus or the like includes a general
purpose computer once it is programmed to perform particu-
lar operations pursuant to instructions from program soft-
ware. Algorithmic descriptions or symbolic representations
are examples of techniques used by those of ordinary skill in
the signal processing or related arts to convey the substance of
their work to others skilled in the art. An algorithm is here,
and generally, is considered to be a self-consistent sequence
of'operations or similar signal processing leading to a desired
result. In this context, operations or processing involve physi-
cal manipulation of physical quantities. Typically, although
not necessarily, such quantities may take the form of electri-
cal or magnetic signals capable of being stored, transferred,
combined, compared or otherwise manipulated. It has proven
convenient at times, principally for reasons of common
usage, to refer to such signals as bits, data, values, elements,
symbols, characters, terms, numbers, numerals, or the like. It
should be understood, however, that all of these or similar
terms are to be associated with appropriate physical quanti-
ties and are merely convenient labels. Unless specifically
stated otherwise, as apparent from the discussion herein, it is
appreciated that throughout this specification discussions uti-
lizing terms such as “processing,” “computing,” “calculat-
ing,” “determining” or the like refer to actions or processes of
a specific apparatus, such as a special purpose computer or a
similar special purpose electronic computing device. In the
context of this specification, therefore, a special purpose
computer or a similar special purpose electronic computing
device is capable of manipulating or transforming signals,
typically represented as physical electronic or magnetic
quantities within memories, registers, or other information
storage devices, transmission devices, or display devices of
the special purpose computer or similar special purpose elec-
tronic computing device.

Reference throughout this specification to “one example,”
“an example,” and/or “for example” should be considered to
mean that the particular features, structures, or characteristics
may be combined in one or more examples.

While there has been illustrated and described what are
presently considered to be example features, it will be under-
stood by those skilled in the art that various other modifica-
tions may be made, and equivalents may be substituted, with-
out departing from the disclosed subject matter. Additionally,
many modifications may be made to adapt a particular situa-
tion to the teachings of the disclosed subject matter without
departing from the central concept described herein. There-
fore, it is intended that the disclosed subject matter not be
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limited to the particular examples disclosed. While the
present disclosure illustrates and describes a preferred
embodiment and several alternatives, it is to be understood
that the techniques described herein can have a multitude of
additional uses and applications. Accordingly, the invention
should not be limited to just the particular description and
various drawing figures contained in this specification that
merely illustrate various embodiments and application of the
principles of such embodiments.
What is claimed:
1. A computer-implemented method for training a pattern
recognition system for determining a location of a user
device, comprising the steps of:
traversing one or more regions with a device configured to
communicate with one or more transmitting devices;

scanning one or more radio frequencies for one or more
visible transmitting devices within a region among the
one or more regions;

receiving a signal strength pattern and identifiers for the

one or more visible transmitting devices within the
region;

querying a database containing location points for a plu-

rality of visible transmitting devices by using the iden-
tifiers;

performing a weighted average analysis of those location

points for each identifier to determine an average of
those location points for each identifier of each visible
transmitting device having location points within the
database, resulting in a set of weighted averages,
wherein a weight assigned to each location point is
based on the signal strength for the visible transmitting
device corresponding to that location point;

mapping the signal strength pattern and the set of weighted

averages to the region to create a learning example for
the pattern recognition system;

repeating the steps of scanning, receiving, querying,

weighted averaging, and mapping to create a plurality of
learning examples;

training the pattern recognition system using the plurality

of learning examples; and

training additional pattern recognition systems using the

plurality of learning examples.

2. The method as recited in claim 1, wherein the one or
more regions include a GPS coordinate, one or more rooms,
one or more halls, one or more floors within a building, one or
more buildings, one or more outdoor areas, or a combination
of these regions.

3. The method as recited in claim 1, wherein the one or
more radio frequencies includes one or more wireless chan-
nels, and wherein the step of scanning includes the step of
scanning wireless channels at one or more points within the
region.

4. The method as recited in claim 1, wherein the one or
more radio frequencies includes one or more wireless chan-
nels, and wherein the step of scanning includes the step of
scanning wireless channels over a period of time with a pro-
Ccessor.

5. The method as recited in claim 1, wherein the step of
scanning includes the steps of:

enabling a user to initiate the step of scanning;

scanning the one or more radio frequencies at a cadence

with a processor; and

enabling the user to terminate the step of scanning.

6. The method as recited in claim 1, further comprising the
step of storing the signal strength pattern and location infor-
mation for each visible transmitting device in the database,
and wherein a number of inputs of the pattern recognition
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system is based on a number of unique visible transmitting
devices stored in the database.

7. The method as recited in claim 1, wherein the pattern
recognition system includes a neural network.

8. The method as recited in claim 1, further comprising the
steps of selecting the pattern recognition algorithm among the
additional pattern recognition algorithms with a lowest error
level after training.

9. The method as recited in claim 1, further comprising the
step of retraining the pattern recognition system after a pre-
determined period of time.

10. The method as recited in claim 1, further comprising
the step of retraining the pattern recognition system after a
number of records greater than a threshold have been added to
a database.

11. The method as recited in claim 1, further comprising
the step of enabling a user to enter a text label associated with
the region.

12. The method as recited in claim 1, further comprising
the step of retraining the pattern recognition system after a
threshold error level is passed.

13. The method as recited in claim 1, further comprising
the step of selecting a determined location by a pattern rec-
ognition algorithm among a plurality of pattern recognition
algorithms with the highest confidence level as a final loca-
tion of a querying device.

14. The method as recited in claim 1, further comprising
the step of selecting a location output the most often deter-
mined by two or more pattern recognition algorithms among
aplurality of pattern recognition algorithms as a final location
of'a querying device.

15. The method as recited in claim 1, further comprising
the step of weighing a plurality of outputs from a plurality of
pattern recognition algorithms by an amount associated with
a confidence level or with a level of preference.

16. The method as recited in claim 15, further comprising
the steps of:

averaging the plurality of outputs from the plurality of

pattern recognition algorithms using a weighted aver-
age; and

using the resulting average presented as a final location of

a querying device.
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17. The method as recited in claim 1, further comprising
the step of using only those pattern recognition algorithms
among a plurality of pattern recognition algorithms that
achieve an error level less than a threshold during the training
phase.
18. A system for training a pattern recognition system to
determine a location of a device, comprising:
a computer processor;
a memory in communication with the computer processor
when the system is activated, the memory comprising
computer readable instructions that upon execution by
the computer processor cause the system to:
scan one or more radio frequencies for one or more
visible transmitting devices within a region among
one or more regions as the one or more regions are
traversed with a device configured to communicate
with one or more transmitting devices;

receive a signal strength pattern and identifiers for the
one or more visible transmitting devices within the
region;

query a database containing location points for a plural-
ity of visible transmitting devices by using the iden-
tifiers;

perform a weighted average analysis of those location
points for each identifier to determine an average of
those location points for each identifier of each visible
transmitting device having location points within the
database, resulting in a set of weighted averages,
wherein a weight assigned to each location point is
based on the signal strength for the visible transmit-
ting device corresponding to that location point;

map the signal strength pattern and the set of weighted
averages to the region to create a learning example for
the pattern recognition system;

create a plurality of learning examples by repeating the
steps of scanning, receiving, querying, weighted aver-
aging, and mapping;

train the pattern recognition system using the plurality of
learning examples; and

train additional pattern recognition systems using the
plurality of learning examples.
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